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IDC Connector Specifications | 2.0 2
Rated Current:1.5AMP Ny =
Contact Resistance:20mQ Max Lo oo oo
Withstand Voltage:500V AC/DC 2L Hoo ao
Insulation Resistance:1000MQ Min = 3 Hia o
Operation Temperature:—40'c to +105°c py © %\ ’g[:: N loa P2

o | ‘oo X oo
Contact Material:Brass °<  Ha 2o

o * —

Contact Plating:Au or Sn Over Ni P 2 = s oo
Insulator Material:PBT(UL94V-0) = * Sr) %
Wire Specifications } - 1Pin 2ZPin d \Red Color 1Pin, 2Pin

Insulator Material:PVC 42
Conductor:7/0.10mm(Tin Plated Copper) i T
Testing | |_>
Contact Resistance:3Q Max. _‘\
Insulation Resistance:10MQ Min. b Pin Contact b
Withstand Voltage:DC300V, 5second o1 Wire Color o9
1 Red 1
Grey
2 Gre 2 Length Tolerance
. i 3 Y 3
Ordering Information ; ; 2100 L3
X' Grey X'X 100~500 5
HC—F22A XX XX A A B XXX 01 O T >500 | 210
hif%ofef;ns ggnéalc; ;’Ilatir?g IDBC glolokr Length b 2.00 IDC SR NPin Brass Black 2 | PCS
~ .60 as =bBldci . T
S0:Gold Flash,/Tin G=Grey 2.00 IDC NPin Brass With .Bum.p Black . . 2 PCS
SN:Tin a UL2651 28AWG PH1.00 NPin Wires Red Marking Grey Side XXX | MM
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